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001 Air-cooled slag － Distilled water 5.9 × 0.3 30 24 0 1 0 12.0 1.4E+01

002 Air-cooled slag － Distilled water 5.8 × 0.3 30 24 0 2 0 20.0 2.5E+01

003 Air-cooled slag － Distilled water 5.7 × 0.3 30 24 0 10 0 10.0 1.1E+01

004 Air-cooled slag － Distilled water 5.6 × 0.3 30 24 0 20 0 15.0 1.8E+01

005 Air-cooled slag － Distilled water 5.5 × 0.3 30 24 0 100 0 17.0 2.0E+01

006 Granulated slag － Distilled water 5.9 × 0.3 30 24 0 1 0 26.0 3.5E+01

007 Granulated slag － Distilled water 5.8 × 0.3 30 24 0 2 0 30.0 4.3E+01

008 Granulated slag － Distilled water 5.7 × 0.3 30 24 0 10 0 30.0 4.3E+01

009 Granulated slag － Distilled water 5.6 × 0.3 30 24 0 20 0 35.0 5.4E+01

010 Granulated slag － Distilled water 5.5 × 0.3 30 24 0 100 0 47.0 8.9E+01

(1) Particle size measurement：Median diameter　SHIMADZU SALD-7101
(2) The shaking wasused to invert the rotation type stirrer.
(3) ICP-OES

Aqueous solution Ion concentration of the solution
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